CLAIMS: 

1 . A transport device for landing nets adapted for attachment to an 
angler's apparel including a shirt having a collar and front pockets and a belt 
wherein, the device comprises 

a receptacle unit including a receptacle member having a rear panel 
fabricated from waterproof material and a front panel at least partially 
comprising netting material; and, 

a securing unit including a plurality of clip members operatively 
associated with selected portions of the rear panel of the receptacle member. 

2. The device as in claim 1 ; wherein, at least one of the plurality of clip 
members is operatively associated with the lower portion of the 
receptacle member 

3. The device as in claim 1 ; wherein, at least one of the plurality of clip 
members is operatively associated with the upper portion of the 
receptacle member. 

4. The device as in claim 2; wherein, at least one of the plurality of clip 
members is operatively associated with the upper portion of the 
receptacle member. 

5. The device as in claim 1 ; wherein, said plurality of clip members are 
each provided with strap elements that connect the clip members to 
selective portions of the receptacle member. 

6. The device as in claim 5; wherein, at least two of the plurality of strap 
elements are dimensioned to extend from the upper portion of the 
receptacle member to a location proximate the front pockets of an 
angler's shirt. 
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The device as in claim 6; wlierein, at least one of the plurality of strap 
elements depends downwardly from the lower portion of the receptacle 
member to a point proximate an angler's belt. 

The device as in claim 7; wherein, at least one more of the plurality of 
strap elements is dimensioned to extend from the upper portion of the 
receptacle member to the collar of an angler's shirt. 

The device as in claim 5; wherein, one of the plurality of strap elements 
extends upwardly from the upper portion of the receptacle member to 
the collar of an angler's shirt; and another one of the plurality of strap 
elements depends downwardly from the lower portion of the receptacle 
member to an angler's belt. 
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